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AMENDMENTS TO THE CLAIMS 

1 . (Currently Almended) A method of forwarding requests for content from a client 

i 

over a network, comprising^ 

(a) receiving a request for content and based on a determination of the request, 
determining at least one type of the requested content; 

(b) when the type of the requested content is determined to be dynamic, forwarding the 
request to a content server t tiat enables access to the dynamic content; and 

(c) when the tyr e of the requested content is determined to be static, forwarding the 
request to a plurality of cacies that enable access to the static content, wherein the plurality of 
caches include at least one ] lot cache. 



2. (Original) 
a frequency of requests for 



3. (Original) 
unavailable in the hot cache 



The 



method of claim 1 , wherein the hot cache caches static content when 
the static content exceeds a threshold. 



The 



method of claim 1, further comprising when the static content is 
, forwarding the request to another cache in the plurality of caches. 



4, (Original) The method of claim 1 , further comprising when the static content is 
unavailable from any one of the plurality of caches, forwarding the request to the content server that 
enables access to the static pontent. 



5. (Previously 
request for an extension i 
the process includes an app 



resented) The method of claim 1 , further comprising examining the 
indicating that a process is performed in response to the request, wherein 
ication program or a script 



6. (Original) 
associated with a plurality 



The method of claim 1 , wherein the content includes information 
of resource identifiers. 



7. (Original) Tfhe method of claim 6, wherein the resource identifiers are uniform 
resource locators (URLs). 
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8, (Currently Almended) A method for forwarding a request for content from a client 
over a network, comprising: 

(a) determining a frequency of requests for static conten t wherein a determination of the 



request determines a static Ivpe of the requested content: and 



(b) when the frequency of requests for static content exceeds a threshold, forwarding the 
request to a cache, wherein the content i$ obtained when unavailable in the cache by actions, 
including: 

(i) generating a second request for the content; and 

(ii) forwirding the second request to a second cache determined by hashing an 
identifier associated with the content. 



9. (Original) 
content is below the 
and forwarding the request 



The i 



method of claim 8, wherein when the frequency of requests for static 
threshold, hashing the identifier associated with the content to obtain a value 
bo a cache associated with (he value. 



10. (Previously 
unavailable from the second 



1 1 . (Previously 
the third request to a third 



'resented) The method of claim 8, wherein when the content is 
cache, a third request for the content is forwarded to a content server. 

'resented) The method of claim 10, wherein the content server forwards 
dache. 



12. (Currently Amended) A system for forwarding a request for content from a client 
over a network, comprising; 

(a) a forwarder ihat receives each request for content and forwards each request to at 
least one of a content server and a cache based on a determination of each request for a type of the 
requested content ; 

(b) the content server is coupled to the forwarder, wherein the content server sends 
content to the client in response to each request that is forwarded to the content server; and 

(c) the cache is coupled to the forwarder, wherein the cache sends content to the client in 
response to each request that is forwarded to the cache. 
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13. (Previously Presented) The system of claim 26, wherein the cache includes an 
additional cache, and wherein the hot cache, the regular cache, and the additional cache are arranged 
in a hierarchical order for receiving each forwarded request for content from the forwarder, and 
wherein each cache that receives the forwarded request for content that is unavailable, generates an 
additional request for the cqntent and sends the additional request to the forwarder. 

14. (Original) The system of claim 12, wherein the forwarder is coupled to the content 
server over a wide area network/local area network. 



]5. (Original) Tlhe 
server over a communicaticlns 



16, (Previously 
with information, and 
the frequency of requests 



system of claim 12, wherein the forwarder is coupled to the content 
medium. 



resented) The system of claim 26, wherein the request is associated 
wherfem the information includes a location at which the request is generated, 
the content, or the nature of the content requested. 



for 

1 7. (Original) The system of claim 1 6, wherein the forwarder is further structured to 
forward requests to the conient server when the information indicates that the request is generated 
by the regular cache. 

i 

1 8. (Original) The system of claim 1 6, wherein the forwarder is further structured to 

forward requests to the hot fcache when the information indicates that the rate of requests exceeds a 

i 

threshold, J 

i 

19. (Original) The system of claim 16, wherein the forwarder is further structured to 
forward requests to the regular cache when the information indicates that the request is generated by 
the hot cache. 

20. (Previously Presented) The system of claim 26, wherein the hot cache and the 
regular cache are located on one device. 

21. (Original) The system of claim 12, wherein the server uses a hash table to calculate 
the number of requests for t le content. 
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22. (Original) 
associated with a plurality 



Tfhe system of claim 12, wherein the content includes information 
d>f resource identifiers. 



23. (Original) Tfhe system of claim 22, wherein the resource identifiers are uniform 

resource locators (URLs), j 

i 

24. (Currently Amended) A method of forwarding requests for content from a client 
over a network, comprising: 

(a) means for receiving a request for content and determining at least one type of the 
tithe request : 



requested content based on 

(b) when the tyj e of the requested content is determined to be dynamic, means for 



forwarding the request to a 



content server that enables access to the dynamic content; and 



(c) when the type of the requested content is determined to be static, means for 



forwarding the request to a 



plurality of caches that enable access to the static content, wherein the 



plurality of caches include at least one hot cache 

25, (Currently Amended) A modulated data signal including computer-executable 
instructions for forwarding requests for content from a client over a network, comprising: 

(a) a forwarder hat receives each request for content and forwards each request to at 
least one of a content server and a cache based on a determination of a type of content requested bv 
the request : 

(b) a transceiver] that couples the content server to the forwarder, wherein the content 
server sends content to the Alient in response to each request that is forwarded to the content server; 
and 

(c) another transceiver that couples the cache to the forwarder, wherein the cache sends 
content to the client in response to each request that is forwarded to the cache based on a 



determination of the reaues 



resented) The system of claim 12, wherein the cache further comprises 



26. (Previously 
a regular cache and a hot cdche 
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I 
i 

27. (New) A method of forwarding requests for content from a client over a network, 
i 

comprising: \ 

receiving a rjequest for content and determining if the request is for a dynamic type of 

content; 

selectively cbmmunicating with at least one of a plurality of caches based on an 
affirmative determination of the request; and 

providing a response to the request for content based on the determination of the 

request. 



28, (New) The 
at least one content server 



method of Claim 27, further comprising selectively communicating with 
b ased on the determination of the request. 
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